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EAST BOUND LANES

STA. 266+28.70 TO STA. 276+02.68

NOTES:
GAP INTERSECTION FROM STA. 262400 TO STA. 266+28.70 (EBL)

WEST BOUND LANES

STA. 310+36.75 TO STA. 323+29.95

EXISTING COMBINATION CONCRETE CURB AND GUTTER TYPE M6. 06
EXISTING COMBINATION CONCRETE CURB AND GUTTER TYPE Me6. 24

EXISTING P.C.C. PAVEMENT 9" - 7" - 9”7

EXISTING P.C.C. PAVEMENT 8”

EXISTING P.C.C. PAVEMENT 10"

EXISTING CONTINUOUSLY REINFORCED P.C.C. PAVEMENT 7
EXISTING P.C.C. MEDIAN SURFACE 4”

EXISTING BITUMINOUS CONCRETE SURFACE COURSE
EXISTING STABILIZED SHOULDER 8

EXISTING STABILIZED SHOULDER 1t1”

EXISTING STABILIZED SHOULDER 12

EXISTING STABILIZED SUB-BASE 4"

EXISTING BITUMINOUS BASE COURSE, 9
BITUMINOUS SHOULDER SUPERPAVE (TONS)
BASE COURSE WIDENING 9

PAVED SHOULDER REMOVAL

BITUMINOUS SHOULDER SUPERPAVE 8"
EXCAVATING AND GRADING EXISTING SHOULDER
COMBINATION CURB AND GUTTER REMOVAL
CONCRETE MEDIAN SURFACE REMOVAL

SUB-BASE GRANULAR MATERIAL, TYPE A, VARIABLE DEPTH
(COST INCLUDED IN BITUMINOUS SHOULDERS SUPERPAVE 8")

PCC PAVEMENT 10"

EXISTING STABILIZED SHOULDER 14"

POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX. “E”, N105 1Y/5"
POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, NIO5 2 V4"
LEVELING BINDER (MACHINE METHOD) SUPERPAVE N90 1

BITUMINOUS SURFACE REMOVAL 1Y,"

AGGREGATE SHOULDER, TYPE B, WEDGE

EXISTING BITUMINOUS SHOULDER 8"

EXISTING AGGREGATE SHOULDER 8"

EXISTING SUB-BASE GRANULAR MATERIAL, TYPE A, 4”
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WEST BOUND LANES EAST BOUND LANES

STA., 323+29.95 TO STA. 327+76.23
STA. 342+72.69 TO STA. 351+15.93
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TYPICAL SECTIONS




